NEW FEATURES WITH VERSION 4.0 


ADDENDUM TO: INSTALLATION AND SETUP GUIDE/PROGRAMMING GUIDE 
FOR VISTA-48LA 

(Use with issue K0749-6EN and K0749-6ENPR) 

RE: Version 4.0 Features 


| This addendum applies to systems with control panel microprocessor version 4.0 or higher. ~| 

Summary of Changes in Version 4.0 

This control has been modified from earlier versions and has the following changes: 

New Features: 

• Added Bell Supervision option in field *91 Miscellaneous Options so bell supervision can be enabled/disabled via 
programming 

• Renamed field *26 “Chime by Zone” to “Chime by Zone / KP Sound Enab” (keypad sound enable), and now 
includes several other keypad trouble sounding options in addition to the chime by zone option 

Deleted Feature: 

• Removed field *25 Arming Prevention Override (ignore the notes in field *175 Tamper Options regarding field *25) 


New Features in Detail 

Fields *26 and *91 now have the options listed below. 

Chime by Zone / KP Sound Enab (Keypad Sound Enable) [4, 14 ] f~] □ 

These options affect keypad sounding only. i 2 

Entry 1: enter the sum of the desired option values 
0 = no sounding for any entry 1 condition below 

1 = Chime By Zone; select chime zones on zone list 3, using *81 Menu mode (two beeps when zone opened) 

2 = Radio (Long Range Radio) Trouble Sounding (sounds upon LRR supervision faults; fast beeping) 

4 = Low Battery Trouble Sounding (system low battery; fast beeping) 

8 = AC Loss Trouble Sounding (fast beeping) 

Entry 2: enter the sum of the desired option values 
0 = no sounding for any entry 2 condition below 

2 = RF Supervision Keypad Trouble Sounding (beep about every 30 seconds) 

4 = RF Low Battery Sounding (beep about every 30 seconds) 

8 = RF Jam Sounding (applies only if RF jam detection is enabled in *22 RF Options entry 1; fast beeping). 

Miscellaneous Options [0] [ | 

Enter the sum of the desired option values (ex. # + 12 = AAV [4] + Exit Delay restart [8]) 

0 = None 

1 = Bell Supervision (If bell supervision is selected, the red PCB jumper must also be cut) 

4 = Audio Alarm Verification (AAV) 

8 = Exit Delay Restart 



NUEVAS FUNCIONES CON LA VERSION 4.0 


ADICION PARA: GUIA DE INSTALACION Y PROGRAMACION/GUIA DE 

PROGRAMACION 
PARA VISTA-48LA 

(Usar con fimware K0749-6EN y K0749-6ENPR) 

RE: Version 4.0 Caracteristicas 


| Esta adicion se aplica a los sistemas con panel de control y microprocesador version 4.0 o superiores. | 

Resumen de los Cambios en la Version 4.0 

Este control se ha modificado de las versiones anteriores y tiene los siguientes cambios: 

Nuevas Funciones: 

• Se adiciono en la opcion de Supervision de Sirena en el campo *91 Opciones Varias, que la Supervision pueda ser 
Habilitad/Deshabilitado via programacion. 

• Se renombro el campo *26 “Aviso por Zona” por “Aviso por Zona / KP Sonido Habilitado” (Teclado sonido 
Habilitado), y ahora incluye varios otras opciones de sonido de teclado ante problemas en adicion a la opcion de 
aviso por zona. 

Funciones Eliminadas: 

• Se elimino el campo *25 Permitir conectar el sistema con Tamper (ignorar la nota de que el campo *175 Opciones 
de tamper relacionadas con el campo *25) 

Nuevas Funciones en Detalle 

Campos *26 y *91 tienen nuevas funciones que mostramos a continuacion: 

PE] Aviso por Zona / KP Sound Habilitado (Sonido de Teclado Habilitado) [4, u] Q | | 

Estas opciones solo afectan teclados con sonidos. i 2 

Entrada 1: Digite la suma de las opciones deseadas 
0 = no de sonidos para cualquier condicion de la entrada 1 

1 = Aviso por Zona; seleccione el aviso por zona en la lista de zonas 3, usando *81 Menu Lista de zonas (dos 

Pitidos cuando la zona se abre) 

2 = Radio (Radio de Largo Alcance) Sonido de Problema (sonido cuando LRR falla supervision; pitido rapido) 
4 = Sonido de Problema de Bateria Baja (Sistema en Bateria Baja; pitido rapido) 

8 = Perdida de AC Sonido de Problema (pitido rapido) 

Entrada 2: Digite la suma de las opciones deseadas 
0 = no de sonidos para ninguna condicion de la entrada 2 
2 = RF Sonido de Problema de Supervision de Teclado (pitido cada 30 segundos) 

4 = RF Sonido de Problema de Bateria Baja (pitido cada 30 segundos) 

8 = RF Jam Sonido (aplica unicamente si la deteccion de RF jam es habilitada en el campo *22 RF Opciones 
entrada 1; pitido rapido). 

£111 Opciones varias. [0] □ 

Digite la suma de las opciones deseadas (ejemplo. # + 12 = AAV [4] + Reiniciar tiempo de salida [8] 

0 = Ninguno 

1 = Supervision de Sirena (si la supervision de sirena es habilitada, el jumper rojo PCB tiene que estar cortado) 
4 = Verificacion Audible de Alarmas (AAV) 

8 = Reiniciar tiempo de salida 
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